Building and Code Compliance Department
201 Westward Drive

Miami Springs, FL 33166-5289

Phone: (305) 805-5030

Fax: (305) 805-5036

UTILITY SHED PERMIT REQUIREMENTS

Permit application, signed & notarized by the owner and contractor
If permit is by homeowner, submit:

e INSTRUCTIONS OWNER- BUILDER

If permit is by contractor, submit:

e WORKMAN’S COMP.
e COPY OF CONTRACT

One original survey, signed & sealed, less than one year old, & one copy.
or a copy of an expired survey with a staff member affidavit.

Two copies of the approved plans and Notice of Acceptance from the State of Florida, full size,
no reductions, with the method of installation highlighted.

Shed size cannot exceed 5% of the rear yard area, up to a maximum of 250 square feet, and it
must be installed on a concrete slab, 4 inch thick minimum, reinforced with 6x6-10/10 W.W.F.,
and have an 10 inch x 16 inch minimum thickened edge with 2 #5 continuous bar minimum, or
as specified on the product approval plans. (See attached slab detail sheet)

Shed location as per attached diagram, at least ten feet from the main building, with a side
setback the same as the main building (10% of the width of the lot), rear setback is a minimum of
5 feet.

There shall be no more than one utility shed per building site or residential property. See Code
Sec. 150-011.

Call SUNSHINE ONE (1-800-432-4770) / www.callsunshine.com

Submit ticket from Sunshine One indicating all clearances 7 to 9 available (see
table attached from SUNSHINE ONE before final inspection is approved by
the Building Department.

NO PERMIT WILL BE ISSUED UNTIL TICKET IS RECEIVED
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SEE REQUIRED CONCRETE SLAB DIAGRAM




